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· Description 
MICROBE-LIFT/WasteWater Culture Series
Industry
All industries with heavy fat, oil
Target Applications
DGTT is a liquid culture blend designed specifically to cut through grease and organic materials that build up in drain lines.  Used for plant and facility effluent line treatment and commercial drain line and grease trap applications.
[bookmark: _GoBack]Microbe Lift DGTT, Industrial blend for the treatment of hard surfaces, concrete, tile and any porous surface that may absorb grease or organic materials and create odors or slip hazards.
DGTT has many uses in industrial, commercial and municipal applications including: cleaning floors and walls in kitchens and bathrooms, drain cleaning and maintenance, odor removal from virtually any surface subjected to food, grease or vegetative materials. Unlike most chemical cleaning supplies, the biological makeup of Microbe Lift actually absorbs into the pours of the surface ingesting the grease fats and vegetative materials trapped in the surface allowing it to be washed away with regular maintenance, leaving a clean odorless surface, reducing a potential slip hazard for employees and customers. When used to treat drains and sewer pipes it acts as a continuous cleaning agent as the microbial activity cleans and deodorizes your sewer pipes. Commercial applications include kitchen and bathroom floors and walls, exterior patios and entry ways. Municipal applications include schools, parks, community centers and offices. Industrial applications include, food processing, produce packing and processing, meat processing to name a few. The application of this flexible tool is endless for those who want a safe, effective tool for maintaining their facilities.  


Treatment Schedule:
Floors, toilets and sink drains
Treat with ½ cup DGTT on days 1,3,5,7, following this add ½ cup DGTT weekly, if stubborn or excessive buildup add ½ cup DGTT every other day for one additional week, then go to weekly treatments.
Sink and bathroom drains, 
Sink drains. ½ cup a week keeps them flowing freely.
Soda Fountain Drains, ½ cup weekly if stubborn use ½ cup twice a week for the first two weeks. Then ½ cup weekly. 
Try to add to the system at low flow times: when closing or early in the morning.
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